Fire Support Vehicles

L ocation:

Respondent:

Type: License#:

Mileage:

Checklist #22

Date:

Reviewed by:

Hobbs:

Key Code: E = Exceeds Standard

M = Meets Standard

NI = Needs Improvement

NR = Not Reviewed

Code Description

Remarks

MECHANICAL

standards including:

a) horn

b) siren

¢) radio

d) electrica - lights

€) electrical - starter

f) instruments (gauges)
g) tires’'whedls

h) chock blocks

j) air cleaner

k) cooling system
I) brakes

m)  vehicleclean
n) wipers

0) steering

p) exhaust

g) battery/cables
r) backup alarm
s) road test.

1. Engine/apparatus meet operational

i) fued systemfilters serviced

a) mirrors

b) undercarriage
¢) doors/seals

d) seat belts

€) windows/glass
f) upholstery

g) clean/organized.

2. Cab/body meets standards including:

ADMINISTRATION

3. 1D numbers are displayed front/rear.

necessary and documented.

4. Safety inspections are completed as

5. Actual gross vehicle weight is posted.
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Key Code: E = Exceeds Standard M = Meets Standard NI = Needs Improvement NR = Not Reviewed

Code| Description Remarks

6. References available include:

a) accident report forms

b) communications plan

¢) freguencies posted

d) inventory (specific to
compartment/location)

€) userecord current

f) preventive maintenance records

g) personnel accident/injury forms

h) appropriate agency maps

i) current Hazardous Materials Guide
Book

j) crew time report book.

SAFETY AND MEDICAL

7. Non-skid surfaces are adequate.

8. Fire extinguisher is current and
location isidentified with reflective
decal.

9. Hazard reflectors/flares are adequate.

10. Emergency equipment is adequate,
including:
a) drinking water
b) rations
¢) flashlights/head lamps
d) appropriate spare batteries
€) additional fire shelters
f) additional PPE items.

11. First aid/traumakit is available and the
appropriate size. Location identified
with reflective decal.

12. Burn kit (optional) is adequate.

TOOLSEQUIPMENT

13. Jack (serviceable for GVW) is
adequate.

14. Lug wrench is adequate.

15. Tow chain, cable or strap is adequate.
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Key Code: E = Exceeds Standard M = Meets Standard NI = Needs Improvement NR = Not Reviewed

Code| Description Remarks

16. Jumper cables are adequate.

17. Tool box with appropriate toolsis
adequate.

18. Hand tools meet inventory standards
and are in good condition.

19. Bolt cutters are adequate.

20. Backfiring fusee/drip torch are
adequate.

21. Belt Weather Kit is adequate.
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